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Breathing Life into Sound 





Bringing the exciting dynamics of live music 
home—that's the policy by which we build each 
and every dbx product. It's this policy that 
allows you to enjoy every subtle nuance of your 
favorite music—the only way to get that 
concert-hall magnificence in sound. 

What are our credentials? Well, since we 
began nearly 20 years ago, dbx has been a 
Part of the studio scene. Our first product was a 
dbx noise reduction unit for studio use. We've 
been committed to development of professional 
studio equipment ever since. Today, dix is the 
first name in consumer processors. 

We realized our expertise should be applied [a 
to more basic equipment—“mainstream” hi-fi © 
components—to extend the dbx policy of 
bringing the real dynamics of live music home. 
Our power and control amplifiers are designed 
to recreate the natural acoustics of a concert 
hall and lively excitement of a live performance. 
Our CD players are made to give you the full 
excitement of digital recordings. And our 
speaker systems give you rich and sonorous 
sound that, until now, could only be enjoyed 
from live performances. 

Let your music come alive with dbx 
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BX-3 
Power Amplifier af 


Backed by tremendous power, the 
BX-3 is simply superior when it 
comes to reproducing the highly 
dynamic sound of digital recordings. 
What's more, it's flexible. With its four 
independent power amps, you can 
use the BX-3 as (1) a 2-channel 
stereo amplifier, (2) a 3-channe| 
amplifier with subwoofer output, or 
(3) a 4-channel amplifier. 

When used to drive a pair of 
speakers, the four amps are 
conneeted in pairs for bridged BTL 
(Balanced Transformer-Less) 
operation. In this arrangement, the 
BX-3 delivers an awesome 350 watts 
of power per channel, continuous 
RMS, at 8 ohms, from 20Hz to. 
20,000Hz with no more than 0.01% 
total harmonic distortion 

Or keep the four amps separate to. 
drive the front and rear channels 
independently, and you'll have a 
huge 125 watts of power for each 
channel, continuous RMS, from 20H2 
to 20kHz with 0,003% total harmonic 
distortion, 


Oruse the BX-3 ina 3-channel 
setup to drive two main channels and 
a subwoofer system, This gives you 
125 watts for each main channel and 
a massive 350 watts for subwoofer 
output 

And the BX-3 delivers more power 
dynamically, When set for stereo 
operation, it has a dynamic power 
rating of 600 watts per channel at 8 
ohms, 800 watts per channel at 4 
ohms, and a gigantic 900 watts per 
channel at 2 ohms. 

Two breakthroughs have made 
this amazing design possible. First is 
the elaborate power supply system 
made to provide a consistently 
higher current supply. The system 
uses no fewer than four separate 
power supplies in combination with a 
high-regulation toroidal power 
transformer. Second is the use of 16 
high-power transistors, each with a 
high Pc (Power loss) rating of 150 
watts, in a parallel push-pull 
configuration. Put them together and 
you have a potential of 2,4kW of 
power! 

And to ensure pure and 
transparent sound, we've used a DC 
configuration for all four amps, each 
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CONTROL AMPLIFIER, 








equipped with a dual-FET in the input 
stage. Another way to insure low 
noise is what we call "BTL- 
connection”: two amps are bridged 
in.a direct conversion connection in 
which the second amp doubles as a 
phase inverter, The absence of an 
extra phase converter results in lower 
noise. 

For ease of use there are a 
number of features—two large peak 
power meters with X1.0 and X0.1 
positions to show instantaneous peak 
power output, channel by channel 
for the front or rear; volume controls 
for each of the four channels; and 
LEDs to indicate driven speakers and 
active amplifiers. On the rear there's 
an impedance switch for 2-to-6 ohms 
and 6-to-16 ohms, to allow you to 
drive any speaker system safely and 
effortlessly, 


cataLoaisrocK/cnc vrsnz4 
| Amplifier 
The dbx CX-3 is unique: use itas a 


control center for your video system 
or as a control/preamplifier in a 





sophisticated hi-fi system. Either way, 


the CX-3 is unusually flexible, 
convenient, and versatile 

The CX-3 incorporates a surround 
sound processor with three setting 
positions: DOLBY* SURROUND to 
decode Dolby-encoded soundtracks 
of movie videos, MATRIX for musical 
videos and live performances, and 
SIMULATED STEREO to derive 
stereo-like sound from mono 
soundtracks, They improve video 
sound so much that even movies at 
home will have you feeling like you're 
ina first-rate theater. 

Up to three tape decks, either 
audio or video, can be connected to 
the CX-3, You can mix audio and 
video in any combination, say two 
VCRs and one audio deck. In 
addition, there are inputs for five 
ather audio components, and a high- 
gain phono equalizer is built in for 
compatibility with both MM and MC 
cartridges 





The CX-3 also lets you patch in an 
extemal processor like a dynamic- 
range contraller: a convenient switch 
lets you monitor or record a program 
with or without the processing. The 
independent record output selector 
Jets you listen to an audio source 
while recording videos. The triple 
tone control adjusts the frequency 
responses of bass, treble and mids 

Moreover, there are three separate 
regulators in the power supply, one 
each for phono equalizer, tone 
control circuit, and surround sound 
processor, so that each operates 
independently and without 
interference from the others. Each 
video circuit has a buffer amp to 
compensate for signal loss and to 
maintain picture fidelity. And audio 
and video circuits are isolated to 
prevent degradation af sound and 
picture, 


“Dolby” and the double-D symbol 
are trademarks of Dolby Laboratories 
Licensing Corporation 
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rotary knob. An anachronism? Far 
from it: It gives you total and 
accurate control for easier operation, 
and matches your “analog” sense of 
direction 

The TX-3 has every feature’a 
quality quartz digital synthesizer 
should. You can preset up to 16 
stations—8 FM and 8 AM—for later 
instant recall, And you can 
automatically tune the next station at 
the touch of a button 


Auto IF Bandwidth gives you the 
best sound from each and every 
station, The IF bandwidth is normally 
wide to give you highest fidelity. But 
the moment interference is detected, 
the narrow bandwidth is 
automatically set to give you low- 
distortion reception 

dbx SNR noise reduction is built in 
to eliminate hiss and persistent high 
frequency noise from any FM 
program. It's a variable-frequency 
signal-pass processor that removes 
only harmful noise, without upsetting 
frequency response or separation of 
the music, Our NR audibly improves 
FM sound quality. And when the 
signal is too weak, Auto Hi-Blend 
kicks in to cut out excessive noise 

Other features are mono/stereo 
selecting, muting, output level 
control, hands-off operation from 
CX-2 control amplfier's remote 
control, and wood side panels. 








The BX-2 power amplifi 
flexibility and versatility of the BX-3, 
but is designed for those who don't 
need quite so much power. Use the 
BX-2 as a high-power stereo 
amplifier, as a 3-channel amplifier 
with subwoofer output, or as a 4- 
channel amplifier for use in an audio/ 
video surround sound system. 

If you want to enjoy the very best 
of digital sound, we recommend that 
you combine the BX-2s four separate 
amps into two for bridged BTL 
(Balanced Transformer-Less) 
operation to drive stereo speakers, 
This way, the BX-2 gives you a huge 
250 watts of power per channel, 
continuous RMS, at 8 ohms, from 
20H2z to 20,000Hz with no more than 
0.02% total harmonic distortion. 

Ifyou are into sound with extra 
depth, then a 3-channel arrangement 
is the way to go, with the two amps 

_ for the rear bridge-connected to 
drive a subwoofer. Power? You'll get 
90 watts for each of the main 
channels and a big 250 watts for the 
subwoofer drive. 





Want to be thrilled by the surround 
sound of movie videos? Then keep 
the four amps separate and drive 
four speakers independently, In this 
type of setup, you'll have 90 watts of 
Power for each channel, continuous 
RMS, from 20Hz to 20kHz with 
0.009% total harmonic distortion. We 
recommend a combination of the 
BX-2 and CX-3 for enjoyable 
surround, 

On an instantaneous basis, the 
BX-2 delivers much more: it has 
dynamic power of 320 watts per 
channel at 8 ohms when set to drive 
stereo speakers, This much power is 
your assurance that digital sound will 
come out dynamic and real 

Backing it all is the high current 
supply capability provided by the 
amp’s power supply system. A 
toroidal transformer boosts efficiency. 
The power regulator for the initial 
stage is separate from the one for the 
power output stage to minimize 
interference. High-power transistors 
are employed for output devices, It's 
thanks to these features that you get 
the same superb performance from 
any configuration of amplifier setting 
and speaker setup. 

Moreover, our power amplifier 
features a high signal-to-noise ratio. 
In “BTL connection,” two amps are 


bridged and connected directly in 
such a way that the second amp 
doubles as a phase inverter. This 
removes the need for an extra phase 
inverter, a component that can add 
noise 

The front panel of the BX-2 has a 
number of controls, switches and 
indicators designed to make 
operation easier. There are LED. 
output level meters to show 
instantaneous peak power output, 
channel by channel, for the front or 
rear (switch selectable). There are 
volume controls for four individual 
channels, which can be completely 
bypassed to allow you to use an 
outboard volume unit. The front also 
has an LED power/protection 
indicator, and LED indicators to show 
driven speakers and active 
amplifiers. 
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‘Three Operation Modes 


Tremendous power, versatility and stunning flexibility 





The CX-2 is a versatile and flexible 
control amplifier for the digital age— 
a straightforward “line amplifier” with 
phono equalizer. Its connecting and 
control capabilities are extensive, yet 
operations are amazingly simple. 

The CX-2 has comprehensive 
input and output capabilities, It 
‘connects'no less than five inputs 
(PHONO, 2 sets of CD, TUNER and 
AUX) and fiveséts of input/outputs 
(TAPE 1 through 5). Two independent 
fecord program selectors let you 
cross-connect any two of the ten 
inputs to any or all of the five outputs 

This means, for instance, you can _ 
dub from CD to TAPE-1"and trom 

~ TAPE 2 to TAPE 3; while at the same- 
time listening to FM! You can.even 


_dub a CD on two, three, folit or five 


tape decks simultaneously! 
But there’s more to the CX-2's 


audio processors (dynamic range 
controller, graphic equalizer, 
subharmonic synthesizer, etc.) can 
be connected for individual or 
combined use 
Throughout the CX-2, switching 
and controlling is achieved 
electronically with the assistance of a 
microcomputer and ICs, This offers 
two advantages. One, using touch- 
sensitive tactile switches, operating 
feel is comfortable. Two, electronic 
control keeps insertion loss and 
crosstalk to a minimum. This is 
because electronic switching 
devices; located on the circuit 
-boards; do the actual switching 
action, not the front-panel controls 
You can even operate the dbx 
CX-2 (and the dbx. TX-3 FM/AM 
tuner) from across the room, for it 
comes with a wireless remote control 
Itlets you do nearly every operation 


__ from the comfart of your easy chair, 


The volume potentiometer the remote 
adjusts, by the way, is a motor-driven 


__—corinecting Gapabitities-Up to thtee — type, whichis less noise-prone than —— 


electronic volume controls. 


a A 





dbx gives you two ways to enjoy 
still purer, more direct sound, and the 
most dynamic digital sound. One is, 
the "OUTPUT AMP" on/off switch; 
when set to OFF, input signals go 
straight to the output bypassing the 
output amp, with only the volume 
control left in the signal path. The 
second is the "DIRECT" output: the 
signal that appears at this terminal 
skips even the volume contfol, to 
give you purest sound. 
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‘Compact Dise Player 


The dbx DXS lets you customize the 
sound of your Compact Discs—add 
more impact when it’s lacking, tame 
dynamic range when its too much, 
remove the “edge” that occurs in the 
sound of some CDs. You won't find 
another CD player that gives you this 
much control over digital sound 

First, the dynamic-range 
compressor lets you trim dynamic 
range by making soft sounds louder 
and loud sounds softer. It comes in 
handy when you want to bring out the 
softer sounds in music, when you 
want to listen to music at low levels, 
and when you want to dub CDs onto 





Definitive digital sound plus flexibility 


tape (for play in a car, for instance). 
Second, the DAIR (Digital Audio 
Impact Recovery) adds more impact 
to digital sound, This is particularly 
useful when playing discs of “oldies” 
and “classics” recorded in pre-digital 
days. The dbx DAIR simply restores 
peaks lost or limited during mixing 
and mastering by emphasizing the 
attack of transient sounds for more 
impact. = 


the sound “stage” as well, from wide 
to narrow. 

The DX5 is made for better digital 
sound, of course. For one, it uses our 
16-bit quadruple “oversampling 
digital filter, Operating at a sampling 
frequency four times higher than 
normal, both stereo imaging and 
transient response are improved. For 
another, a dual 16-bit D/A (Digital-to- 
Analog) converter reduces “glitch 
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Effect of Impact Recovery 











Third, the ambience control 
removes rough edges heard in some 
CDs by blending the left and right 
channel information, As you adjust 
ambience, you control the width of 








Comparion af Low-Pass Fiter Responses 








noise and improves high-frequency 
response. The 3-beam laser pickup 
ensures precise tracking accuracy 
and makes the unit less prone to 
tracking errors caused by disc 
eccentricity, warp, scratches or dirt 
Our CD player offers amazing 
convenience, too. A remote, with a 
numeric keypad, lets you handle 
almost any player operation right 
from the comfort of your chair. And 
the DX5 comes with more: 16-track 
random-access programming, 3-way 
repeat (a single track, a phrase 
between two points, or programmed 
tracks), track skip, search, and index 
search. The multi-way display shows 
track numbers, elapsed time, 
remaining time (for both disc and 
track), and other important 
information, And there's an LED 
“dynamics” display to show the 
operation of the built-in processors 


in operation and sound control 


DX900 
Compact Disc Player 


Here’s a CD player with everything 
you need for pure and dynamic 
sound, If you're a digital purist, take a 
listen to the DX900 from dbx. 

For mechanical rigidity and 
accurate performance unimpeded by 
vibration, we've come up with the 
"ZS" mechanism for the DX900. In it, 
the transport for our 3-beam laser 
pickup is made of a new material 
called zirconia ceramics. Highly 
resistant to abrasion and extremely 








‘smooth, it runs the pickup with the 
least possible resistance over longer 
periods of time. The ZS mechanism 
also features a pickup deck made of 
two different materials in a “hybrid 
construction,” to damp spurious 
vibration and resonance. We've 
fashioned spacers for the circuit 
board and the insulation feet out of 
fine ceramics, again to damp shock 
vibration and resonance. Audibly 
better sound results 

Improvements extend to circuit 
designs, too. A 16-bit quadruple 
oversampling digital filter, operating 
at four times the normal sampling 
frequency, is combined with a gentie- 
slope 3rd-order Bessel analog filter, 
to provide accurate phase response 
and low noise. Twin 16-bit glitch-free 
D/A (Digital-Analog) converters, one 
for each channel, prevent phase 


difference between channels and 
end glitch noise for smoother and 
well-defined sound, To shut out 
interference, we've separated the 
power supply for digital circuitry from 
one for analog, And to enhance 
purity of the signal, we've optically 
coupled the emphasis circuit with the 
output mute circuit. It all adds up to a 
sound that's extremely pure and 
clean 

The DX9008 ease of operation is 
represented by a friendly display 
where messages in plain English 
("WELCOME,” ‘SET DISC,” etc.) are 
shown, Another section of the front 
panel is an illuminated “calendar’- 


——- 


style display with twenty keys. It 
serves as a bulletin board to show 
which tracks are programmed, which 
are played, etc. The keys are “direct 
call,’ which means that play starts 
right the moment they are 

pressed. Theres a third display that 
shows the play time of a track in play, 
a disc's total play time, etc. 

Notable convenience features 
include 24-track programming, index 
search, "BGM" (playback of tracks in 
random order), 3-way repeat (a 
single track, all tracks or A-B), a full- 
function remote control with 20-key 
numeric pad, a digital output 
terminal, and a headphone jack 
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From the laboratories at dbx comes 
anather innovative speaker design 
for better and more natural sound 
reproduction—the Dispersion Drive 
System. This new design formula is 
the perfect match for the immense 
dynamic capabilities of digital music. 

The system features a flat “plug” 
placed in front of the woofer, a hard, 
non-resonating disc. The shape, 
material and size of the disc were 
chosen after careful auditioning for 
best combined results. Essentially, 
the function of the disc is to disperse 
the sound and equalize its acoustic 
output. 

The unique DDS design provides 
the following four advantages 





First, the dise serves as an 
acoustic low-pass filter, Which allows, 
the LC network for the woofer to have 
a gentle cutoff response. This 
means a simpler network design and 
the use of LC components for 
smoother phase transfer between the 
woofer and the midrange drivers. 

The second advantage is that the 
disc improves the dispersion of bass 
sound, propagating the sound over a 
wider range. 

The third advantage of dbx DDS is 
that the disc acoustically controls the 
diaphragm movement of the woofer. 
This lessens the load to the woofer, 
improving efficiency —the reason the 
SX-2 is unusually efficient for its 
compact size. 

And finally, the disc allows a 


smooth crossover from woofer to 
midrange, ensuring well-defined 
sound and low coloration, 

The dbx SX-2 is a 3-way, 4- 
speaker, bass-reflex design 
combining a 12-inch (30cm) woofer, 
tWo 4.5-inch (11.5cm) midranges and 
a 1-inch (2.5cm) tweeter. Crossover 
frequencies are 450Hz for the 
woofer/midrange and §.5kHz for the 
midrange/tweeter. And thanks 
toits sturdy design, the speaker is 
ready to handle 300 watts of power. 

The system also features 
attenuators to control response at 
mid and high frequencies, a cabinet 
that is finished in attractive wood 
grain, and a speaker stand for 
precise placement 





Here's another diox Dispersion Drive 
System—a 15-inch (38cm) sub- 
woofer system. The plug-loaded 
woofer combines low distortion, high 
efficiency, smooth response and 
wide dispersion. It lets you enjoy tight 
and gutsy bass sound down to the 
lowest audible frequency, Add it to 
your hi-fi system to augment bass 
response for digital sound, or use it 
in.a3-D system for amazingly 
realistic video sound 

















The SW-3830 comes complete 
with an electronic crossover network, 
so no expensive outboard frequency 
dividing network is required. And it 
operates purely electronically to 
prevent sound degradation. The 
system has a crossover frequency of 
250Hz, and its response ranges from 
300Hz down to a deep 18Hz. And 
the SW-3830 is an efficient bass- 
reflex design with rear duct 

Adding to the versatility of our 
subwoofer system are the two sets of 
voice coils wound on the same voice- 
coil bobbin—one driven by left- 
channel input and the other by right- 
channel input. This means that when 
used with our BX-3 or BX-2 power 
amps, you can feed outputs from the 
rear-channel stereo amps to drive 
both voice coils and enjoy doubly 
rich bass response. 


There are two sets of terminals at 
back. When used with a conventional 
stereo amplifier with A and B speaker 
outputs you can feed outputs from-a 
B system to create a genuine 3-D 
subwoofer system without any extra 
amplifier or crossover network. This 
connection flexibility means that the 
SW-3830 can be driven by a stereo 
amp and, of course, by a mono amp. 

Our subwoofer uses a double- 
magnet systern to cancel out the 
stray magnetism that may spill over, 
outside the enclosure. So you can 
safely place the speaker near a TV or 
even under it without suffering color 
aberrations in the picture. 
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‘Stereo 
The LP-204 is designed to overcome 
one of the major limitations of 
conventional speaker systems: flat 
response is only possible at one spot 
on the axis 

The LP-204 simply expands the 
optimurn listening area to include the 
entire room, This was achieved by 
controlling not only on-axis response 
but off-axis response as well, So that 
the frequency response is smooth, 
wherever you seat yourself relative to 
the speaker 

The LP-204 is supplied in 
symmetrically matched pairs, with 
each unit composed of two sub- 
units: one for direct radiation of 





sound and the other fo send low- 
energy sound directly to the wall 
behind the listener. The sub-units 
fotate around a common axis ona 
pedestal, but can be separated for 
surround of video sound 
applications, The LP-204 is digital- 
ready thanks to its big power 
handling capacity of 300 watts 






































1971. dbx, Incarpor - 
1973 dbx Noise Reduction System developed 
aldbx, Massachusetts. — 
1975 Studio’2-channel dbx NAtéleased: 
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Throughout its history, dbx:has’consistently 
designed components which not only advance 
the state of the-art in their class, but also move 
high fidelity closer to our goal of perfect sonic 
feproduction, That's the dbx difference 

We have processors that let you control the 
dynamic range and frequency,response—from 
dynamic-range expansion and compression to 
noise reduction and to graphic equalization. 











out. Eacl p 
Operated as a stereo amp, 
as a four-channel ampl ar, We ha 
amp that’s ready to integrate video, and 
that combines immense input-controlling 
capability with remote convenience. Our 
synthesized FM tuner has variable-frequency 
noise reduction system built-in. 

There's a dbx CD player that comes 
equipped with dynamic-range controllers. Our 
soundfield speaker system has expanded the 


ideal listening position to the whole listening 
room, based on our theory of psyeho- 
acoustically optimized field of 

All examples of just ho ited dbx is to 
| giving you the best sound possible, each with a 
dash of unique, original ideas. ° 
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3BX-DS 


Dynamic-Range Controller 


The 5BX-DS is a dynamic-range 
controller that not only lets you 
expand the dynamic range, but also 
compress it, giving you more 
comprehensive sonic control 

First, the SBX-DS lets you perform 
downward expansion, This reduces 
gain variably below the threshold set 
by the transition level, At full 
expansion, the dynamic range of the 
program is increased by 50 percent 
over that of the original without 
affecting signals above the threshold 
Operating like a “noise gate,” this 
process cuts various types of noise 
such as tape hiss, rumble, record 
surface noise and hum 

Upward compression reduces 
gain variably above the threshold set 
by the transition level. At full 
compression, the dynamic range of 
the program material is completely 


suppressed; in other words, the 
compressor operates as a peak 
limiter. Intermediate compression can 
also be performed using intermediate 
settings, of course. Using upward 
compression, you can take the wide 
dynamic range of CDs for dubbing 
onto tape, or subdue the dynamics to 
create a sound that’s just right for 
background music. Thanks to our 
famous “OverEasy" (gradual-onset) 
circuits, the compression and 
expansion responses are curved 
slightly at transition thresholds to 
provide a more natural sound 
Another important effect is impact 
recovery. Simply put, it adds punch 
to the sudden transients in music by 
emphasizing their level by up to 
10dB. So the snappy attack at the 
beginning of a snare drumbeat is 
reproduced with fully recovered 
impact to infuse more life and 
excitement into the music. You'll 
enjoy the benefits of the dbx impact 
recoverer, because with any 


recording, analog or digital, high- 
level attacks are suppressed to some 
degree due to the limitations of 
recording/mastering equipment and 
to the practice by recording 
engineers and mixers of recording at 
the highest possible level. The dbx 
impact recovery circuit simply 
restores lost impact for you to enjoy. 
‘And for clear, natural sound, you can 
adjust the degree of impact, band by 
band, in five ranges (Ultra Low, Low, 
Mid, High and Ultra High). 





Upward compression 





Compression 





In addition to these incredible 
dynamic-range control capabilities, 
the 5BX-DS Dynamic-Range 
Controller has a fot more to offer. You 
can store up to five responses, each 
combining the desired parameters 
for dynamic-range control (expansion 
or compression) and impact 
recovery. This means you can preset 
the optimum dynamic-controller 
settings for jazz, classics or any kind 
of music you like. There's a battery 
backup system that retains preset 


Impact recovery 


Impact recovery 





dbx gives you a total control over dynamic range— 
expanding or compressing it 








settings even while the unit's power is 
off 

To facilitate operation, a large LED 
display shows the degree of 
dynamics and impact recovery at 
each of five frequency bands at any 
moment. You can “freeze” the 
indication for a choser look. And you 
can operate the unit from a full- 
function wireless remote control 
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7 The 3Bx-DS 


3BX- DS is four dbx 


Dynamic-Range Processors in 


Controller one. The dbx 
dynamic-range 


expander increases overall dynamic 
range for more powerful music. The 
“OverEasy" dbx dynamic-range 
compressor trims the overall dynamic 
range—useful when dubbing CDs 
onto tapes or for background music 
listening, The 3-band expansion/ 
compression ensures natural sound 














Here's an 


1BX-DS  @icrcavie 


Dynamic-Range 'u"in-one 


Controller | ynamic-range 
: controller, the 


1BX-DS. It has every feature the 3BX-DS 
does: the dynamic-range expander, 
dynamic-range compressor, impact 
recoverer and ambience controller. 

The only difference is that its 

expander and compressor work on 





by processing the signal band by 
band, while the transition levels can 
be fine adjusted for high- and low- 
frequency bands independently, The 
dbx impact recoverer gives back the 
explosive impact lost in the recording 
or mastering process. And the dbx 
ambience controller takes away the 
“edge” sometimes heard in digital 
sound, as well as trims the width of a 
“sound stage." dbx’s 3BX-DS—for 
complete control aver your sound, 


all frequencies rather than dividing 
them into three bands and operating 
band by band. 


Tena ‘Ambience controler 
Ambence 


This feature lets you 
n es 


Ht select ne arent of 
P< separtton tom wie 
" tonatiow Used or 
4 CO payback, moves 
2 ee ‘the sharp “edge” that 
many auciogies porceive 


The 120X-DS gives you a new 
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Hiss-free tape sound for golden 


silences and explosive crescendos 





The dbx 224X-DS lets you fit a digital 
program's dynamic range of 90dB or 
more comfortably on cassette tape, 
a medium that can only 
accommodate 60aB at most, and 
enjoy exciting wide-range playback 
from every tape. How does it work? 
The key is in compressing the 
dynamic range at a linear ratio of 2:1 
during recording, and expanding It 
back at a ratio of 1:2 ratio during 
playback. This cuts noise by as 
much as 40dB across the audible 
range. Couple it with increased 





i coded 
tapes at a precise 
2 linear 


saturation level for the tape, and the 
result is that you have cassette or 
open-reel tape recordings rivaling 
Compact Discs in terms of dynamic 
range! 

Conventional noise-reduction 
systems reduce tape hiss at certain 
frequencies, but dbx virtually 
eliminates it from the entire audible 
frequency range. The 224X-DS 
contains two noise-reduction circuits 
so that you can monitor the decoded 
sound on a 3-head deck as you 
make recording. Connecting two 
tape decks, you can encode a signal 
as you record or dub tapes. And dbx 
is free of the level-matching 
problems of other noise-reduction 
systems. 










Reduction of Noise by Three NR Systems 


The CA-1 easily connects with all 
car stereos with separate cassette 
player and power amplifier, or 
outboard graphic equalizers. (Note 
‘that it cannot be used with all-in-one 
car stereos that combine cassette 
decks, tuners and amps.) 


* *Dolby” and the double:D symbol 
are trademarks of Dolby Laboratories 
Licensing Corporation, 

























SNR-1 
Single-Ended. 
Noise Reduction Unit 


5 anew noise reduction system 
will usher in the new age in noise 
ion: it reduces hiss noise from 
ram sources by from 20dB to 
natever the source may be— 
tapes, Compact Discs, VCR 
und, whatever. 

you not hear? Hissy and 
‘om audio and video 
it surface noise from 
Same Sowec’s OF poor pressings. 

Sig ery neise from weak- 























signal FM broadcasts. Constant high- 
frequency noise heard in Compact 
Discs mastered from old recordings 
The silence the dbx SNR-1 provides 
is total 

The SNR-1 is not a two-way 
“closed” system, one that requires 
you to encode a signal and decode it 
jater to enjoy the proper noise- 
reduction effect. It's a one-way 
single-ended” system: it requires no 
prior encoding so that the system is 
exceptionally easy to use. 

How did we do it? The secret is 
the variable- frequency signal-pass 
device. When there's na music, it 
simply eliminates high-frequency 


noise—surface noise, tape hiss, 
background noise, etc.—to treat you 
to total silence. But when there's 
music, the device dynamically varies 
the cutoff frequency according to 
the level of high-frequency energy 
contained in the music. So it will 
never eliminate vital high-frequency 
musical information, nor will it affect 
the overall dynamics of the music. 

Moreover, a variable-threshold 
jevel control lets you adjust the 
threshold level, program source by 
program source; you can apply noise 
eduction as you like. This ensures 
you enjoy most natural sound at all 
times. 


Improving the operating 
convenience are LED meters to 
indicate the variable cut-off 
frequency and the effective input 
level with respect to the threshold 
level setting; pre/post and bypass 
switches; and a source/fape monitor 
switch. 

Giving a new life to music th 
lifeless—that's what the dbx SI 
all about. 











Equalizing the sound the dbx way 


CATALOG/GRC a3s94i5 
= Most graphic 
equalizers are 
octave 
equalizers, 





that is, they have controls 

arranged at one-octave intervals. But 
with our 2015G 15-band equalizer, 
we've provided one-half octave 
equalization in the most critical low- 


CATALOGIGAC 9857395 


14/10 


Computerized 
Equalizer/Analyzer 


The dbx 14/10 comprises four 
components that together make 
equalization simple and accurate— 
a 14-band graphic equalizer, a-real- 
time analyzer, a precision pink-noise 
generator with a calibrated mic, anda 
CPU microcomputer. 

You probably have heard how well 
equalizers work in bringing dramatic 
improvements to the sound of hi-fi 
systems, These benefits, however, 
are lost if you are forced to rely on an 
inaccurate frequency measuring 
apparatus: the human ear, Our 
computer-controlled 14/10 lets you 
enjoy all the benefits of accurate 
equalization thanks to a number of 
technological advances. 

The 14/10 offers fourteen center 
frequencies to control: there is one 
frequency control for each octave 
above 500H2z, but below that 
frequency, there's one for each half 
octave, to give you more contro! over 
that critical frequency range. The “Q” 
of each filter is constant in order to 


frequency range, while normal 
octave equalization is retained at the 
tess critical high end. This 
arrangement lets you correct just 
about any sound problems caused 
by odd room acoustics, non-fat 
speaker response or inadequate 
source material, For versatility, each 
frequency can be adjusted over a 


Teak s 3 


bah aa nt | Yt 


keep interference to a minimum. 

The 14-band automatic real-time 
spectrum analyzer of the 14/10 
features the precision of professional 
measuring equipment. It gives you a 
continuous readout of the volume 
levels at all frequency bands: you 
can actually watch the music as you 
listen. Sensitivity is automatically 
adjusted for easy reading at any 
level, while the selectable response 
speeds let the analyzer respond like 
a VU meter or a peak meter. 

The 14/10 comes with a pink- 
noise generator and a precision 
microphone individually calibrated at 
factory and supplied with the unit. 
Combine them with computer 
operation, and you can automatically 
equalize the room with top accuracy, 
To do so, place the microphone at 
the listening position, turn on the 
pink-noise generator, and press the 
AUTO EQ button, Within 15 seconds 
(on the average), the 14/10 will 
equalize that location with accuracy 
that only a computer can provide. For 
accuracy, the computer repeats the 
measure-and-equalize process over 
and over until the response is as flat 
as technically possible. 





The 14/10 has another computter- 
controlled feature: in ten memory 
banks you can store not only room 
equalizations but also your own 
personalized equalization curves, For 
convenience, you can also 
automatically average a number of 
equalization curves stored in the 
memory banks for the best tonal 
balance over a wide listening area 
Of course, you can record an 
equalized source to make tapes that 
will sound crisp and balanced in the 
car or on headphone stereos 

Moreover, the 14/10 providesa 
digital sound-level indicator, showing 
a continuous measure of the total 
volume level of your music in digits. 
There is an HFR (High-Frequency 
Rolloff) CURVE control that softens 
high-frequency response to recreate 
the acoustics of a concert hall, And 
precision electronic switches permit 
smooth manual equalization, channel 
by channel or both channels 
simultaneously. 


—with precision and convenience 


#12dB range ora finer +6dB range, 
channel by channel, Other feature: 
include attenuators for each channel, 
pre/post/bypass switches, LED 
indicators for all switches, rack- 
mount design, and superb 
specifications for professional 
applications. 
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my The 400XG 
solves all your 
audio hookup 
problems in a 
2 [== single stroke. It 
has inputs for as many as three 
decks (or CD players), three sound 
processors, and a noise-reduction 





my Sound 
processors 
Program) | 2"e essential 

Rolite Selector '° lully enjoy 

Sees today's music, 

especially digital music, 

but hooking them all up can 


106) ORC sease92 





The S00XR lets you end connection 
problems, problems that you 
have had to live with if you own a 
number of audio and video 
components. Not only does it give 
streamlined organization to your 
audio/video setup, it also adds 
versatility and flexibility to your home 
entertainment system. And it's ultra 
convenient: all switching and 
selection can be done from the full- 
function remote contro! supplied. 

The dbx 500XR connects: LINE-1 
and LINE-2 for audio program 
sources, TAPE-1 and TAPE-2 for 
audio tape recording/play, VOP for 
videodisc, VCR-1 and VCR-2 for 
video recording/play, AUDIO PROC 
for audio processing, and VIDEO 
PROC for video processing, There's 
also a monitor cutput for a TV or 
video display. 

The operating versatility of the 





unit. With pushbutton ease, you can 
select the processor of your choice, 
the deck (or CD) of your choice, and 
add noise reduction, 

In addition, the 400XG lets you 
produce from an un-encoded tape 
an encoded copy that incorporates 
any combination of noise reduction 


be a problem 
No longer. The dbx 200XG 
Program-Route Selector solves 
connection problems. The unit lets 
you easily hook together as many as 
three decks (or CD players), three 
sound processors, and a noise 


500XR is truly staggering, as is the 
number of components it can handle. 
You can monitor audio while 
watching a video program—a simple 
way to enjoy “ambience videos" 
against the background of your 
favorite music. It's also possible to 
dub between two audio decks or 
between two VORs. Interestingly, you 
can even dub from audio tape to 
video tape, and vice versa. This lets 
you, for instance, dub hi-fi video 
sound on an audio tape. In addition, 
you can add a new soundtrack to the 
tape you produced while you edit it 
Moreover, the 500XR connects an 
audio processor (graphic equalizer, 
dynamic expander, noise reduction 
system, etc.)|as well as a 
video processor (video 
enhancer, color 
corrector, special- 


(So) 





and sound processing of your 
choice. In the same way, an NR- 
encoded music tape can be made 
into a non-encoded copy that 
incorporates any combination of 
sound processing you choose. 


reduction unit—all through a single 
tape-monitor loop of your amp, 
preamp or receiver. 

You can dub tapes between three 
decks, and the pre/post switch lets 
you add processing before or after 
recording (but not dubbing) 


Giving order and organization to your integrated audio/video 


Switching and controlling is 
achieved electronically with the 
assistance of a microcomputer. This 
offers two advantages. One, using 
touch-sensitive tactile switches, the 
unit operates comfortably. Two, 
electronic control reduces insertion 
loss and crosstalk, since switching is 
done all electronically. 

And to top it all off, you can 
operate the dbx 500XR from a hand- 
held remote. I's a full-function remote 
control offering POWER ON/OFF, 
MONITOR SELECTION, PROC ON, 
OFF, MODE, and AUDIO/VIDEO 
INPUT SELECTION, It virtually puts 
the control of our program route 
selector in the palm of your hand 
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effects |generator, 
atc.). So, when you 





dub video tapes, 

you can improve both 
the sound and 

video quality 


























Connection Diagram 





Specifications 





CX-3 Contra! Amplifier 


DXS Compact Diso Player with 


SBX-DS pynamic Range Controller with 
Ramis Control 























QverEaay, fom none 101:1.8 
imaxinuin 20.08 downward 

To potential +10-62 [upward only] 
(Over Eagy rom rane to infinite 
maximum 40.6 

20-20 kHe 20508 

109.08 

915% 

=2) o8V 

400--120/220-240 VAG, 

50/60 Hi 

19%1-3-1/2"54 171 
10/4 Is, 








224X-DS tape Noise Reduction System 
Elfecive Noise Reduction 20 d8 or more, depending on deck 


Frequency Response 40-20kH» 40.508 

‘Bynamic Range 105.08 

THD Df (100 2-20 pay 

Equivalent input Noise 88 BV 

Power Requirements 100-—120/220-240 VAG, 
50/50 He 

Dimensions (WxHxD) ta%c1ai4xe-a/a" 

Weight 6s. 


CA-1 Noise Reduction Decader tor Car Audio 











‘3BX-DS three-Band Dynamic Range Controlier 


\ariabie from none 
(1:1)10 50% (11.5) each band 
Oto ~50% (21) 

‘io 410 dB each bang 
Greater an 107 48 

20-20 He £05 dB 

Lass than 0,15% at no expansion 
=90 ov 











‘Aitack and Release Rates. Praorarr-depencent, opiimized for 


each band 
Sel at 200 mV) fanges from 
70-600 mv 

199- 120/220-240 VAG, 
50/60 He 

19 t-aidtxe ar 

6 1lbs 











ic Range Controller 


Variable from none 
(h1)ro ane 4.5) 

to ~90% (21) 

Oto +1008 

20-20 KH? 205.48 

Less than 0 15% at na expansion 
= 20 dV 

‘Set at 200 mV, tanae from 70~ 
eo0mv 

4100 =120/220-240 VAC, 

Salo He 

191 3/e"x89/4" 

53/4 lbs 


























Froquaney Response Wireless Hemate Control 
Phono (MM) 20-20 tHe (£0.25 08) Frequency Response 20 «2 (09 a8) Expansion 
‘6D, Tunor AUX 10-80 4H2 (+0, ~< 05) Dynamic lange 96 at 
SIN (HFA) THO a.003% ‘impact Restoration Gain 
Phono (i) >a208 SiN 96 cE Compression 
wc) 25408 Wow and Fuattor Unmieasuratie 
6D, Tuna AUX $1008 Sampling Frequency 44 kre Frequency Rasponse 
THO GhannetSeparaien 508 (at 1 Kn) Dynamic Range 
Phono (MM) <001% (20-20 He 3) Error Correction inc THO 
tts} <0102% (20-20 4H 3V) Maximum Output 2Vrna Equlvalont Input Nose 
6D, Tunes, AUX 0.008% (20-20 He. 5 ¥) PowerRequirements _100/120/220/240 VAG, Power Requirements 
Maximum Ouiput vel V (20-20 Ha) 5060 Hz 
utp pesos 500 ohms Dimensions (WxHxD) 1831/2 thr Dimensions (WH) 
fone Canto Welgnt 12 ios mn 
Bass +108 a ol 
M0 21058 
TREBLE Hoee DX900 compact Disc Player with 
Loudness 48.08 (100 #2) Lees ietnOls oni Expansion 
Doiby Surround Frequency Response 5-204H42 205.08 
Delay Tine 20 THD O.0n35% Compression 
THO 07% (1 442) Dynamic Range 336.08 impact Restoration Gain 
Power Requirements 20/220/240 VAC Wow and Fuster Unmeasuratle Marie Ralis 
S060 2 Ouiput Level 2Vims aniency Reparee 
Dimensions (WeHKD) 18/4" ar 12.510 Output Impedance ea to 
Weight 1541/8 ibs SIN 296 dB IHP-A weighted valent Input Noise 
ChannetSoparaion 96.8 (1 wa) faken rogue 
Power Requirements 3 120/220/240 VAC 
BX-3 Power Armiiier - S0/60 He ansien Level 
Power Output (IMS, ohms, 20-20 kes) Dinionsions WxHxD) ar sa.j2r<2 
4h diver 125 Wx (THD<0 00%) Weiant ieee eG 
Sch diver 125 Wa2 (THD<0 003%) li ce eee 
50x) THO=DO1%) mensions (WH 
wenden 560 Wea (THD<O.01S) ‘SX-2 Dispersion Drive Speaker System oy (Watts) 
Power Output (Dynamic, IHF A-202) Frequency Response 20-20 iH 
‘Separate Moda 180 W/channa (8 ohms) Sensitivity Greater than 93 8 (11W/1 m) 
320 Wichannel (4 ohms) impedance Bohms ABX-DS bynar 
4480 Wichannel (2:0hms) Crossover Frequencies 450H: and SSkH: te, 
Bridge (GTL) Made 600W/channel ® ohms) Speaker Units 112 Wooler ee 
800 Wichannet (4 os) 2h4.5 mings Gireeson 
900 N/enann! (2 ohms) ‘ixidome iwester iinet ese ean 
Load impodance 2-Golme, 6-16 ohms fated Ampilior Range 10-300 watts Pain Reaeeee 
(Switchabl) Dimensions (WxHxD) 50/4 e27-1euNe 0 
Wo 0.005% (125 W RMS power output, Weight 4431216 Equivalent Input Noise 
Froqusoy DEue(a-sias) “GWGEGO peseaenoWesineoseaea 
requeney Response = aoe -2n8 sin Drive Subwooter Syst 
Lt Son Cee SW-3830 Dispersion Dive Sibwooter Sistem |e 
SIN (HEA) 11508 Maximum input Power 00 Watts 
Chanel Separation >80 dB Frequency Response 18=300He Dk pete 
Input Sensitivity Sensitvty Greaierthan 95.081 Wit m Youn ND) 
‘Separate Mode 12v impedance ohms ohms (stereo) 
BTL Mode dav 4 ohms (mono) 
Input Impedance 20k ohm Crossover intemal 250 
PowerFlequirements 120/220/240 VAC, Driver Sie 18 Frequency Response 
S060 He Rated Ampitior Range 30-300 watls Ae 
Dimensions (WxHxD) 18.3/47x5.3/4" 16" Dimensions (WxHXB) oss" 16-34 I21/4 Synthesized Freque 
Wels seals Weight Sieve Out nase 
LF Boost 
TX-3 Stereo Tu LP-204 Stereo Field Speaker System ‘Subharmonic Synthesis 
‘ (Grossaver Frequency 
FMStera0 Sensitutly 9.381 ‘Type of Speakers eee 
SN 8508 ‘Main Unit Bay ass fick Ue eae ldiesit 
THD 0.08% (stereo) $xS15/16 cone a 
Power Requvements _120/220/240 VAC, Tetasiereone ESTA) 
0/60 He Sul Unit ‘way bass reten st 
Dimensions WxHXD) tax svete $5315116" cone 
‘Weight 1o-/2ibs Music Bower Sonn 
Max. Powsr 450 
Rated Power a0 
(CX-2 Coit) Amplifier wih Remote Control Han dig are Eiecoerey omocyse 
sin 91 a8 (phono MM sv) Etlcienoy 81a (1/1 m) Dynan nae: 
7o.a8 (phora MC 500) Frequency Response 5-202 Powe! Heautenerts 
{108 (inetape 150.0) Dimensions (WxHxD) (Overall) 
Power Requirements 100-120/220-240 VAC, 11-1a/16°%14-19/16°%5-4/18° pimendions (Wxtte 
ee es Beers wt) 
Dimensions WxHxD) 17/2 xS-1/2<r25h iASH65- 71855-1110" 
Wiel itis {Sub Uni) 
jtaites5.7/8"45-1/15° 
Weight (Overal) 10-5715 6s. 


BX-2 Power Amplifier 


Power Output (FMS, 8 ohms, 20-20 kHz) 


4.ch. dive, ‘90 Wa (THD<0.009%) 
ch. dives 90 Ws2 (THD<0.008%) 

250 Wet (THOO 02%) 
2ch. driven bea Wx2 THD=0.02%) 


Frequency Response 
THD 


2-200 KHz (+0, ~3.48) 
{0.009% (at 4 channel. 8 ohms) 


SIN i3508 

Power Requirements 120/200/240 VAC. 
50/80 He 

Dimensions WxHxD) 17/2 6-5 x I6-a/e 

Weight 40-18 ibs 





120X-DS subharmonic Synthesizer 


25-20 He +1 08 
Legs than 0.05% 
27-85 He wth 55 
= 25 oBV controls 
4508 

4908 

50-200 Hzadjustable 
400-120/220--240 VAG, 
S060 He 

1a°x aide 3/4" 
Bibi 

















{Nain Unt) 53/18 Ibs. 
(Sub Uni) 51/8 ibs 


BSR (JAPAN) LIMITED 


No.7 Azuma Bidg,, 1-9 Kanda Sakuma-cho, Chiyoda-ku, Tokyo 101 


‘SNR-1 Single Ended Noise Reduction System 
Efestve Nolse Reduction Up to 40 dB (proaram dependent) 


20-20 KHz (£055 8) 
8.194 (100 He~20 eH) 
10508 

100 120/220-240 Vac, 
0/60 He 

Tors} -2l4ro8/ar 
5.7/8 bs. 


Dynamic Range 10088 

Frequency Response _Follawe abx Type'| decoding curve 
50-20 KHe £1.00 

THO 08% (al 1 aH) 

Torie Gono! Range £1208 at 100 He and 10 kee 

SIN fos 

Input Level 20 mt V (set at 100 mi) 


Power Requirements 
Dimensions (WD) 
Weight 


i2V0e (108-156) 
Bix9/167*3-13/16" 
1Bars, 


414/10 Fully Computerized Automatic 
Equalizer/Analyesr 
enter Frequencies 315,45 62,9, 196,180, 280, 
ha 880 1K, 2 a ek ar eae 





Control Range 1208) 
Frequeney Response 20- 20k 40.548 
THD Less than 0 09% 
SIN 190 46 
Power Requirements _100-120/220-240 VAC, 
sada He 
Dimensions (WHO) 1973-1/2% 1-7/8" 
Weight thaeits 
Accessories ‘Microphone, instruction manual, 


warranty registration cara 


2015G stereo Frequency Equalizer 
Frequency Response 5100 KH +0508 


THO Bc06 

Equivalent input\Noise —110.d6 

Power Requiterienis _100--120/2e0-240 VAC, 
50/60 He 

Dimensions (WxHxD) 9" t.a/anwa-gra" 

Weight 27/8 Ios 


200XG rogram Route Selector 
Dimensions (WxHxD) 197x1-9/4"%7-1/2" 
Weight Abs 





400XG Proaram Route Selector 

Power Requirements 100-120/220-240 VAC, 
50/60 He 

1971-3) 

S1/1b Ibs 





Dimensions (WH<D) 
Weiant 


Tare 


SOOXR Aucio /Video Program Route: 
Selector with Remote Cantral 


Power Requirements 100 120/220-240 VAC, 
S0/69 He 

Dimensions (WicH<D) 17-1/0"%2.6/8"12-4/2" 

Weight Bibs 


* dbx is @ registered trademark of dbx. 


* Dolby” and the double-D symbol are trademarks 
of Dolby Laboratories Licensing Corporation. 


Design and specications are subject fo change 
‘without notice for improvements. 


ox 
71 Chapel Street, Newion 
Massachusetts 02195, 


‘Tol: 03:251-8141. TLX: BSR JAPAN J25416, FAX: 03-257-0859 (GII/Gil), A BSR COMPANY (617) 964-5210 


Printad in West Germany BSRA707S 





